IDQ3 Series — Indirect Square Illumination

The IDQ3 series provides even and diffused illumination over a square area. It
provides excellent illumination for square or rectangular objects.

Application: crack, chip, stains and marks on the edge of square or rectangular

objects
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Dimensions (mm)
Model Color Voltage/ Watt Current

A B acC D E F G H I @]

e 24V / 17,28W  720mA
IDQ3-OO-100-X-X 210 169,6 110,9 126,2 247,2 218 233,2 74 138,2 35

®0®0O 24v/15,36W 640mA

® 24V / 25,92W 1080mA
IDQ3-00-190-X-X 270 215.7 131,1 156 310,6 278 296,6 133 198 35

®@®0O 24v/23,04W 960mA

e 24V / 43,20W 1800mA

IDQ3-00-300-X-X 390 335 251,3 156 419,4 398 405,4 254 318,2 35
®®O 24v/38,40W 1600mA



RGB Model of IDQ3

Model
A B @C

Dimensions (mm)

D
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IDQ3-00-100-X-RGB 210 169,6 110,9 126,2 247,2 218 233,2

IDQ3-00-190-X-RGB 270 215.7 131,1

IDQ3-00-300-X-RGB 390 335 251,3
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Color

Voltage/ Watt

24V / 9,60W
24V / 7,68W
24V / 7,68W
24V / 14,40W
24V / 11,52W
24V / 11,52W
24V / 24,00W
24V / 19,20W
24V / 19,20W

Current

400mA
320mA
320mA
600mA
480mA
480mA
1000mA
800mA
800mA
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